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Chapter l 

Introduction 



Farallon's NetLINE™ Gigabit PCI Card provides Macintosh or Windows 
high-end workstations a Gigabit RJ-45 port for Ethernet, Fast Ethernet 
and Gigabit Ethernet connectivity over copper wiring. With 10 times 
the bandwidth of 100 Mbps Fast Ethernet, the card's full duplex 
Gigabit capability offers the benefits of high-speed networking. 

Farallon's NetLINE Gigabit PCI Card features full-duplexing for 
connections up to 1000 Mbps, jumbo frames compatibility to accept 
extended packets without interruption, and adaptive interrupt 
frequency to maximize network performance. The card delivers 
unparalleled performance, and can be used to replace multiple 100 
Mbps interfaces in congested servers. It is also completely 
interoperable with Ethernet and Fast Ethernet equipment. 

As with all Farallon cards, the NetLINE Gigabit PCI Card is fully 
compliant with IEEE Ethernet standards so you can build your network 
quickly and easily. The NetLINE Gigabit PCI Card can be installed in 
any Windows NT 4.0, Windows 2000 or Macintosh OS 8.1 (or higher) 
compatible computer with an available PCI expansion slot. 



System requirements 
Macintosh 

■ Power PC that meets Mac OS 8.1 requirements or higher. 

■ A network client should be running Mac OS 8.1 with Open 
Transport 1.3 or higher. 

■ A network server should be running ASIP 5.0 or higher. 

■ An available PCI card slot. 

■ The minimum RAM requirements for your computer's operating 
system. 

Windows 

■ Pentium based system that meets Windows NT 4.0 or Windows 
2000 requirements. 

■ Microsoft Windows NT 4.0 with Service Pack 4 or higher. 

■ Windows 2000. 

■ Available 32 or 64 bit PCI card slot. 

■ The minimum RAM requirements for your computer's operating 
system. 



Introduction 3 



Card features 

■ Support for 10/100/1000Base-T Gigabit Ethernet (IEEE 802.3) 

■ Uses standard Cat 5 four-pair cabling with RJ-45 connectors 

■ Interoperability with existing Ethernet, Fast Ethernet and Gigabit 
Ethernet equipment 

■ Standard Ethernet frame size (1,514 bytes plus 4 bytes for check- 
sum) 

■ Supports Jumbo Frames on both Macintosh and Windows plat- 
forms* 

■ Supports 32 multicast addresses 

■ Adaptive interrupt frequency 

■ Dual DMA channels 

■ 33/66 MHz, 32-bit or 64-bit PCI bus master with adaptive DMA 

■ PCI Local Bus Rev 2.2 compliant 

■ ASIC with on-chip MAC and dual RISC processors 

■ Status LEDs 



^Performance gains are minimal with Mac OS 8.x and 9.x, as they do not 
support Jumbo Frames with Open Transport. 
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Chapter 2 

Installation 



Your NetLINE Gigabit PCI Card can be installed in three simple steps: 

■ Installing the hardware 

■ Connecting to the network 

■ Installing the software 

Start by installing the hardware, then connect your installed card to 
the network using the correct cable, and finally install the driver 
software. 
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Chapter 2 



Installing the hardware 

1. Power down and unplug your computer. 

2. Consult your computer's manual for instructions on installing a 
card in a PCI slot. 

3. Locate an available PCI slot and remove any access cover, 
retainer, or retainer clamp. 

4. Ground yourself and take your NetLINE Gigabit PCI Card from its 
antistatic bag, handling the card by its edges to avoid touching 
the components. 

5. Align the card with the PCI slot and press firmly until the 
connector is fully seated in the slot. 




6. Reassemble your computer according to the instructions in its 
manual. 
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Connecting to the network 

Use the correct cabling for your Ethernet, Fast Ethernet or Gigabit 
Ethernet connection. Be sure that: 

■ Cable length is not greater than 100 meters. 

■ lOBase-T twisted pair cabling is Category 5 or better. 

■ 100Base-TX twisted pair cabling is at least Category 5 two- 
pair or four-pair UTP cable. 

■ lOOOBase-T cabling is four-pair Category 5 or Category 5e 
(enhanced) UTP cable. 

Note: Farallon recommends that all new cable installations use four- 
pair Category 5 UTP cabling to guarantee compatibility at 
higher speeds. 




1. Connect one end of a twisted pair Ethernet cable to the NetLINE 
PCI Card's RJ-45 port and the other end to an Ethernet network 
device such as a hub, switch or wall jack. 

Use a four-pair Category 5 (or better) straight-through UTP cable to 
connect the card to a Gigabit device. 

You may use two-pair or four-pair Category 5 cable to connect a 
Fast Ethernet device to the card. 

2. After connecting the cable, turn on your computer. 

3. Complete the installation process by installing the driver software. 
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Installing the software 

After the NetLINE Gigabit PCI Card is connected to your network, 
complete installation by placing the appropriate driver on your 
computer. For driver installation see: 

■ Mac OS 8.1 or higher and AppleShare IP 5.0 or higher (see below) 

■ Windows NT 4.0 or higher (see page 10) 

■ Windows 2000 (see page 12) 

Macintosh 

1. Insert the NetLINE CD-ROM into the CD drive of your computer 
and double-click the Installer icon. The Easy Install dialog box 
appears. 

2. Make sure the appropriate destination disk is selected and click 
the Install button. The Installer places the required networking 
software in your System Folder. 

3. After installation is complete, restart your computer. 

4. Once you have installed the card and driver, configure the 
AppleTalk and TCP/IP Control Panels on your Macintosh. 

Configuring AppleTalk and TCP/IP 

5. Open the AppleTalk Control Panel. 

6. Select the Ethernet slot where the card is installed from the 
Connect via pop-up menu. If a message asks you to confirm the 
change of network connections, click OK. 

Connect via: [ Ethernet slot J1 1 £ ] 

r— Setup 1 

Current zone : < no zones available > 

AppleTalk address : \Z\ User defined 
Node : 
Network : 
Network range : 

^ [ Info ] \ Options... ] 
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7. When you are finished, close the Control Panel and save your 
settings. 

8. Open the TCP/IP Control Panel. 

9. Select the Ethernet slot where the card is installed from the 
Connect via pop-up menu. 



I TCP/IP (QA IP) 



Connect v ia : [ Ethernet slot J1 1 



TTI □ Use 802.3 



Configure : ( Manually 



■ [ 



Select Hosts File... 



Implicit Search Path: 
Starting domain name : 



IP Address: 
Subnet mask : 
Router address : 



Options... 



Make sure the rest of your TCP/IP panel is configured correctly, 
with the appropriate IP Address, Subnet mask, Router address 
and Name Server addresses entered for your network. 

10. Close the TCP/IP panel and save changes when prompted. 
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Windows NT 4.0 

1. Start your Windows NT system and log in. You must have Network 
Administrator privileges to install the driver software. 

2. Open the Control Panel and double-click on the Network icon. 

3. In the Network window, click the Adapters tab. 



Identification | Services | Protocols Adapters | Bindings | 
Network Adapters: 




Note: Previously installed driver software will be listed under Net- 
work Adapters. 

4. Click the Add button. 

5. In the Select Network Adapters window, click the Have Disk 
button. 

jj i. Click the Network adapter that matches your hardware, and then click OK. If 
Jlj^} you have an installation disk for this device, click Have Disk. 



Models: 




6. Insert the NetLINE CD-ROM into the CD drive when prompted. 
Type the path to the driver that matches your system and select 
OK. 
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7. In the Select OEM Option window, select the NetLINE Gigabit PCI 

Card and click OK. (The card name appears as Farallon PCI 
Gigabit Ethernet Adapter.) 



Select OEM Opt 




8. The configuration window will appear. Make any parameter 
changes you want and click the Close button in the Driver 
Properties window. 



NIC Status and Configuration | Failover Team Configuration j VLAN Configuration | Tech Support | 

■:■ Famllon 



V TX Flow Control Enabled 
W Link Negotiation Enabled 



VLAN Count : 
Number of NICs in 



|7 RX Flow Control Enabled 
17 Fullduplex Enabled 
I - Jumbo Frames Enabled 
♦ Link Disconnected 
MAC Address: Unknown 
Driver: Not Loaded 



| Close ~~| 



9. When prompted, restart your computer. 
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Windows 2000 

When the Windows 2000 system first boots up after installing new 
hardware, the system automatically detects the new hardware and 
prompts you to install the driver software for the device. 

1. Start your Windows 2000 system and log in. You must have 
Network Administrator privileges to install the driver software. 

2. The Found New Hardware Wizard window will be displayed. In the 
Install Hardware Device Drivers window, click Search for a 
suitable driver for my device (recommended), then click the Next 
button. 



3. In the Locate Driver Files window, check the CD-ROM drives box. 

4. When prompted, insert the NetLINE CD into the computer's CD- 
ROM drive and type the path to the driver. Select OK. 

5. Verify that the correct path to the driver software is shown, then 
click the Next button. 

6. A message may appear indicating that the driver does not have 
the Windows 2000 digital signature. Click Yes to continue. The 
driver is designed to work with Windows 2000 and is fully 
compatible with the Windows 2000 operating system. 



Digital Signature Mot Fi 




The Microsoft digital signature affirms that software has 
been tested with Windows and that the software has not 
been altered since it was tested. 

The software you are about to install does not contain a 
Microsoft digital signature. Therefore, there is no 
guarantee that this software works correctly with 
Windows. 

Farallon Gigatit PCI Card 

If you want to search for Microsoft digitally signed 
software, visit the Windows Update Web site at 
http:/7windowsupdate. microsoft, com to see if one is 
available. 

Do you want to continue the installation? 



7. 



If prompted, restart your computer. 
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Chapter 3 

Operation 



The following describes some troubleshooting steps you can take to 
make sure your card is functioning properly. To make sure your Gigabit 
Ethernet card is working, check that: 

■ the card is properly installed in the PCI slot 

■ the cable is securely connected to the card 

■ the device at the other end of the cable is an Ethernet, Fast Ether- 
net or Gigabit Ethernet device, and it is receiving power 

■ the configuration settings are correct 

■ there are no conflicts with other cards installed in your machine 

■ the cable is the proper category and length 
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NetLINE Gigabit PCI Card LEDs 

The NetLINE Gigabit PCI Card LEDs can give you information about link 
status and network activity. 



2 I ° 



OQOO f — , / 



Data: This light indicates any activity the PCI card detects on the 
network. 

■ A blinking light indicates brief bursts of data detected on the 
port. 

■ A steady light indicates streams of data detected on the port. 

■ If the light is off, no data is detected on the port. 

1000: This light indicates link status between the PCI card and the 
network. 

■ A steady light indicates a good 1000 Mbps Gigabit Ethernet 
link. 

■ No light indicates there is no link, possibly due to a bad 
cable, a bad connector, or a configuration error. 

100: This light indicates link status between the PCI card and the 
network. 

■ A steady light indicates a good 100 Mbps Fast Ethernet link. 

■ No light indicates there is no link, possibly due to a bad 
cable, a bad connector, or a configuration error. 

10: This light indicates link status between the PCI card and the 
network. 

■ A steady light indicates a good 10 Mbps Ethernet link. 

■ No light indicates there is no link, possibly due to a bad 
cable, a bad connector, or a configuration error. 

Note: If all four LEDs remain lit simultaneously, there is an error. 
The card may not be properly installed or the driver may not 
be loaded. See "Installation" on page 5 for instructions. 
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Troubleshooting tips 

Basic troubleshooting steps you can try include: 

■ using a different cable (be sure to always use four-pair Category 5 
UTP cable for Gigabit Ethernet connections) 

■ moving the card to another PCI slot (it is a good idea to install the 
card in the PCI slot closest to the CPU) 

■ making sure the card is properly seated in the PCI slot 

■ restarting the computer and reinstalling the driver 

Troubleshooting for Macintosh 

Macintosh users can also check the following: 

■ the correct PCI card is selected in the AppleTalk and TCP/IP Con- 
trol Panels 

After moving or swapping PCI cards on a Macintosh, you may want to 
zap the PRAM as follows: 

1. Restart your computer while holding down the following four keys: 
command « + option + P + R. 

2. Hold the keys down until the computer screen flashes and the 
startup tone sounds at least three times. 

3. Release the keys to allow your computer to start up normally. 

4. Check your Control Panels (including Date & Time, Keyboard, 
Mouse, Appearance, AppleTalk, TCP/IP and Monitors & Sound) to 
correct any settings that may have reverted to defaults. 

Troubleshooting for Windows 

Windows NT users can also check the following: 

■ you are using the latest system BIOS 

■ you have checked the PCI BIOS parameters for proper configura- 
tion of the slot where the card is installed 

■ you have run diagnostics for the Windows NT 4 system 
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Chapter 4 

Farallon Technical Support 



Farallon is committed to providing its customers with reliable products 
and excellent technical support. We encourage you to use the 
registration card included in your package to register your Farallon 
product. 

Please look in this user's guide for possible solutions to any problems 
you come across, and be sure to read any paper release notes or 
electronic "Read Me" files that you receive from Farallon. 

If you contact us by telephone, please be at the site of the problem, 
prepared to reproduce it and to try some troubleshooting steps. 

If you have any questions, concerns, or suggestions, please contact 
us by telephone, fax, mail, or the Internet: 

Phone: (510) 346-8001 

Phone support hours are 7:00 am to 4:30 pm PST. 

Fax: (510) 346-8116 

Mail: Farallon Customer Service 
3089 Teagarden St. 
San Leandro, California 94577-5720 
USA 



Internet: info@farallon.com 
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Farallon Internet information resources 

Please visit our website at www.farallon.com for Farallon product 
information, support resources and home networking information. 

Outside of the United States and Canada 

If you are not located in the United States or Canada, you can get 
service locally by contacting your nearest Farallon reseller or 
distributor. For a worldwide list of our distributors, see our Internet 
information resources or contact Farallon directly. 
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Appendix 



Technical specifications 



PCI clock 

PCI Data/Address 

PCI data burst transfer rate 



PCI modes 

10/lOO/lOOOBase-T 
Dimensions 

Power requirements 
Power consumption 



Temperature 
Humidity 



66 MHz max 

32 and 64 bit 

132 MB/sec (32-bit bus) 

264 MB/sec (64-bit bus) 

528 MB/sec (64bit bus at 66 MHZ) 

Master/slave 

10 Mbps/100 Mbps/1000 Mbps 
length: 17.3 cm (6.8 in.) 
width: 10.7 cm (4.2 in.) 
+5V ± 5% 
14 Watts 
2.8A @ +5VDC 
Operating: 0°C to 55°C 
Storage: -40°C to 85°C 
Operating: 5% to 85% 
Storage: 5% to 95% 
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Regulatory notices 

FCC Rules and Regulations - Part 15. This product has been tested and found 
p^S* to comply with the limits for a Class B computing device pursuant to Part 15 
of the FCC rules. These limits are designed to provide reasonable protection 
against harmful interference in a residential installation. Installed correctly, it 
probably will not interfere with radio or TV reception. However, we do not guar- 
antee the absence of interference. 

This product generates and uses energy of about the same frequency as radio 
and TV broadcasts. Installed incorrectly, it may interfere with reception of 
radio and TV broadcasts. If you suspect this product is causing interference, 
turn your computer on and off while the radio or TV is showing interference. If 
the interference disappears when you turn the computer off and reappears 
when you turn the computer on, something in the computer is causing inter- 
ference. To reduce interference, try these suggestions: 

• Change the direction of the radio or TV antenna. 

• Move the computer, radio or TV. For example, if the computer is to the right 
of the TV, move it to the left of the TV. Or move them farther apart. 

• Plug the computer into a different electrical outlet than the radio or TV. 

• Ensure that all expansion slots (on the back or side of the computer) are 
covered. Also ensure that all metal retaining brackets are tightly attached to 
the computer. 

This device complies with Part 15 of the FCC Rules. Operation is subject to 
the following two conditions: (1) This device may not cause harmful interfer- 
ence, and (2) this device must accept any interference received, including 
interference that may cause undesired operation. 

CAUTION: If the device is changed or modified without permission from Faral- 
lon, the user may void his or her authority to operate the equipment. 



VCCI 

This product is VCCI Class B compliant. 

as 

r^ggfi, s ±mmm£ (vccd (Dmm 
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1000Base-T and 100Base-TX cabling 

The diagrams below identify which pins are used to receive and 
transmit data for two-pair or four-pair Category 5 cabling. 



Two-pair cabling for 100Base-TX 

Hub end Computer end 

|~~ RX+ 1 < 1 TX+ 

l_ RX- 2 < 2 TX- 

i— TX+ 3 > 3 RX+ 

4 4 

5 5 

_ TX- 6 >■ 6 RX- 

7 7 

8 8 



Key: [ indicates a twisted pair 



Four-pair cabling for 100Base-TX or 1000Base-T 



End #2 


1 


RX 


2 


TX 


3 


RX 


4 


RX 


5 


TX 


6 


TX 


7 


RX 


8 


TX 



Key: [ indicates a twisted pair 
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Limited Hardware Warranty and Limitation of Remedies 



Farallon warrants to you, the end user, that the accompanying Farallon hardware product, which may include 
third party products or technology (the "Product") will be free from defects in materials and workmanship 
under normal use for three years after purchase. This warranty will expire ninety (90) days from date of 
purchase on all software, whether "stand-alone" or delivered as part of a hardware product. Farallon's entire 
liability and your sole remedy under this warranty during the warranty period is that Farallon shall, at its 
option, either repair the Product or refund the original purchase price of the Product. 

In order to make a claim under this warranty you must comply with the following procedure: 

1. Contact Farallon Customer Service within the warranty period to obtain a Return Materials Authorization 
("RMA") number. 

2. Return the defective Product and proof of purchase, shipping prepaid, to Farallon with the RMA number 
prominently displayed on the outside of the package. 

If you are located outside of the United States or Canada, please contact your dealer in order to arrange for 
warranty service. 

THE ABOVE WARRANTIES ARE MADE BY FARALLON ALONE, AND THEY ARE THE ONLY WARRANTIES MADE BY 
ANYONE REGARDING THE ENCLOSED PRODUCT. FARALLON AND ITS LICENSOR(S) MAKE NO OTHER 
WARRANTIES, EXPRESS OR IMPLIED, INCLUDING WITHOUT LIMITATION THE IMPLIED WARRANTIES OF 
MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE, REGARDING THE ENCLOSED PRODUCT. 
EXCEPT AS OTHERWISE EXPRESSLY PROVIDED ABOVE, FARALLON AND ITS LICENSOR(S) DO NOT 
WARRANT, GUARANTEE OR MAKE ANY REPRESENTATION REGARDING THE USE OR THE RESULTS OF THE 
USE OF THE PRODUCT IN TERMS OF ITS CORRECTNESS, ACCURACY, RELIABILITY, CURRENTNESS, OR 
OTHERWISE. THE ENTIRE RISK AS TO THE RESULTS AND PERFORMANCE OF THE PRODUCT IS ASSUMED 
BY YOU. THE EXCLUSION OF IMPLIED WARRANTIES IS NOT PERMITTED BY SOME STATES OR 
JURISDICTIONS, SO THE ABOVE EXCLUSION MAY NOT APPLY TO YOU. IN THAT CASE, ANY IMPLIED 
WARRANTIES ARE LIMITED IN DURATION TO NINETY (90) DAYS FROM THE DATE OF DELIVERY OF THE 
PRODUCT. THERE MAY BE OTHER RIGHTS THAT YOU MAY HAVE WHICH VARY FROM JURISDICTION TO 
JURISDICTION. 



REGARDLESS OF WHETHER OR NOT ANY REMEDY SET FORTH HEREIN FAILS OF ITS ESSENTIAL PURPOSE, 
IN NO EVENT WILL FARALLON, ITS LICENSOR(S) AND THE DIRECTORS, OFFICERS, EMPLOYEES OR AGENTS 
OF ANY OF THEM BE LIABLE TO YOU FOR ANY CONSEQUENTIAL, INCIDENTAL OR INDIRECT DAMAGES 
(INCLUDING DAMAGES FOR LOSS OF BUSINESS PROFITS, BUSINESS INTERRUPTION, LOSS OF BUSINESS 
INFORMATION, AND THE LIKE) ARISING OUT THE USE OR INABILITY TO USE THE PRODUCT EVEN IF 
FARALLON OR ITS LICENSOR(S) HAVE BEEN ADVISED OF THE POSSIBILITY OF SUCH DAMAGES. BECAUSE 
SOME STATES OR JURISDICTIONS DO NOT ALLOW THE EXCLUSION OR LIMITATION OF LIABILITY FOR 
CONSEQUENTIAL OR INCIDENTAL DAMAGES, THE ABOVE LIMITATIONS MAY NOT APPLY TO YOU. FARALLON 
AND ITS LICENSOR(S) LIABILITY TO YOU FOR ACTUAL DAMAGES FROM ANY CAUSE WHATSOEVER, AND 
REGARDLESS OF THE FORM OF THE ACTION (WHETHER IN CONTRACT, TORT [INCLUDING NEGLIGENCE], 
PRODUCT LIABILITY OR OTHERWISE), WILL BE LIMITED TO $50. 
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Software License Agreement and Limited Warranty 



This is a legal agreement between you, the end user, and Farallon. The enclosed Farallon software program 
or programs (the "Software") are licensed by Farallon to the original customer and any subsequent 
transferee of the Software for use only on the terms described in this License Agreement (this "License"). 
Opening the enclosed disk envelope or using the Software indicates that you accept and agree to comply 
with these terms. If you do not agree to these terms, (a) you may return the Software, along with the full 
product and proof of purchase to your dealer within thirty (30) days for a full refund, or (b) you may write to 
Farallon with a request to modify any term of this License. Please allow six (6) weeks for a response. 

■ GRANT OF LICENSE. Farallon grants to you a nonexclusive, personal license to use the Software as pro- 
vided in this License. Except as otherwise expressly provided in this License, you may use the Software 
only on a single computer owned, leased or otherwise controlled by you. This means that you may not 
use the Software, and the Software may not reside, on more than one computer at any one time. 

■ MULTIPACK LICENSES. If the Software has been delivered with more than one serial number, you have 
the right to use the Software on as many computers as you have been given serial numbers, provided 
that any copies made for this purpose shall contain all copyright and other proprietary notices that are 
on the original copy of the Software provided to you. You may make backup or archival copies for each 
computer as provided elsewhere in this License. 

■ COPYRIGHT. The Software is owned by Farallon or its suppliers and is protected by United States copy- 
right laws and international treaty provisions. You may either (a) make two copies of the Software solely 
for backup or archival purposes, provided that you reproduce all copyright and other proprietary notices 
that are on the original copy of the Software provided to you, or (b) transfer the Software to a single hard 
disk, provided you keep the original solely for backup or archival purposes. You may not copy the written 
materials accompanying the Software (called the "Documentation"). 

■ OTHER RESTRICTIONS. You may not rent or lease the Software, but you may permanently transfer the 
Software and Documentation provided you retain no copies and the recipient agrees to the terms of this 
Agreement. You may not modify, reverse engineer, decompile, disassemble, or create derivative works 
from the Software or Documentation. 

■ TERM. This License is effective until terminated. You may terminate the license at any time by returning 
the Software and all Documentation to Farallon and by removing the Software from the memory of the 
computer into which the Software has been transferred. This License may be terminated by Farallon 
immediately and without notice in the event that you fail to comply with any term or condition hereof. 
Upon any termination, you will return to Farallon, at your expense, the Software and Documentation and 
any copies whether or not the copying was authorized. 

■ GOVERNMENT LICENSEE. Use, duplication, or disclosure by the Government is subject to restrictions as 
set forth in the Rights in Technical Data and Computer Software clause at 48 CFR 252.227-7013 and 
the Commercial Software-Restricted Rights clause at 48 CFR 52.227-19. Farallon, 3089 Teagarden St. 
San Leandro, CA 94577-5720. 



■ EXPORT LAW ASSURANCES. You agree that neither the Software nor any direct product thereof is being 
or will be acquired, shipped, transferred, or reexported, directly or indirectly, into any country prohibited 
by the United States Export Administration Act and the regulations thereunder or will be used for any 
purpose prohibited by the same. 

■ SEVERABILITY. If for any reason, any provision or partial provision of this License is held invalid, such 
invalidity shall not affect the remainder of such provision or this License, and this License shall, to the 
full extent consistent with law, continue in full force and effect. 

■ THIRD PARTY BENEFICIARIES. If any portion of the Software has been licensed to Farallon by a third 
party for redistribution, Licensee is hereby notified that such third party is an intended third party bene- 
ficiary of this License with full rights of enforcement. 

■ DUAL MEDIA SOFTWARE. If the Software package contains both 3-1/2" and 5-1/4" disks, then you may 
use only the disks appropriate for your single-user computer. You may not use the other disks on another 
computer or loan, rent, lease, or transfer them to another user except as part of the permanent transfer 
(as provided above) of all Software and Documentation. 

■ GENERAL. The validity and performance of this License shall be governed by California law, except for 
that body of law dealing with conflict of laws and except as to copyrights, which are governed by United 
States laws and international treaties. This License constitutes the entire agreement between the par- 
ties concerning the subject matter hereof. Any waiver or amendment of any provision of this License 
shall be effective only if in writing and signed by you and an officer of Farallon. No distributor, dealer, or 
employee (other than an officer) of Farallon is authorized to change or amend any terms of this License. 
In the event of any conflict between the terms of this License and the terms of any license bound into 
any manual packaged with the Software, this License shall govern. 



Limited Warranty 

Farallon warrants that for ninety (90) days following delivery of the Software to you, as shown by a copy of 
your receipt: (1) the Software, unless modified by you, will perform substantially the functions described in 
the Documentation provided by Farallon; and (2) the media on which the Software is furnished will be free 
from defects in materials and workmanship under normal use. 

Farallon does not warrant that the Software will meet your requirements or that operation of the Software will 
be uninterrupted or error-free. Farallon is not responsible for any problem, including any problem which 
would otherwise be a breach of warranty, caused by (i) changes in the operating characteristics of computer 
hardware or computer operating systems which are made after the release of the Software, (ii) interaction of 
the Software with non-Farallon software or (iii) accident, abuse, or misapplication. 

THE ABOVE WARRANTIES ARE EXCLUSIVE AND NO OTHER WARRANTIES ARE MADE BY FARALLON OR ITS 
LICENSORS, WHETHER EXPRESSED OR IMPLIED, INCLUDING THE IMPLIED WARRANTIES OF MERCHANT- 
ABILITY, FITNESS FOR A PARTICULAR PURPOSE, OR NONINFRINGEMENT. 

SOME LOCALITIES DO NOT ALLOW THE EXCLUSION OF IMPLIED WARRANTIES, SO THE ABOVE EXCLUSION 
MAY NOT APPLY TO YOU. IN THAT EVENT, ANY IMPLIED WARRANTIES ARE LIMITED IN DURATION TO NINETY 
(90) DAYS FROM THE DATE OF DELIVERY OF THE SOFTWARE. THIS WARRANTY GIVES YOU SPECIFIC LEGAL 
RIGHTS. YOU MAY HAVE OTHER RIGHTS, WHICH VARY FROM LOCALITY TO LOCALITY. 



Limitation of Remedies 

Farallon's entire liability and your sole remedy under the warranty during the ninety (90) day warranty period 
is that Farallon shall, at its sole and exclusive option, either replace the Software with a functionally 
equivalent program at no charge to you or refund the license fee of the Software. Any replacement Software 
will be warranted for the remainder of the original warranty period or thirty (30) days, whichever is longer. 
These are your sole and exclusive remedies for any breach of warranty during this ninety (90) day period. 

In order to make a claim under this warranty, you must return the defective item with your receipt within ten 
(10) days following the end of the warranty period. Farallon will have no responsibility to replace or refund 
the license fee of Software damaged by accident, abuse, or misapplication. 



REGARDLESS OF WHETHER ANY REMEDY SET FORTH HEREIN FAILS OF ITS ESSENTIAL PURPOSE, IN NO 
EVENT WILL FARALLON OR ITS LICENSORS, OR THE DIRECTORS, OFFICERS, EMPLOYEES, OR AGENTS OF 
ANY OF THEM BE LIABLE TO YOU FOR ANY SPECIAL, CONSEQUENTIAL, INDIRECT OR SIMILAR DAMAGES, 
INCLUDING ANY LOST PROFITS OR LOST DATA ARISING OUT OF THE USE OR INABILITY TO USE THE 
SOFTWARE OR ANY DATA SUPPLIED WITH IT, EVEN IF FARALLON OR ANYONE ELSE HAS BEEN ADVISED OF 
THE POSSIBILITY OF SUCH DAMAGES, OR FOR ANY CLAIM BY ANY OTHER PARTY. 

SOME LOCALITIES DO NOT ALLOW THE LIMITATION OR EXCLUSION OF LIABILITY FOR INCIDENTAL OR 
CONSEQUENTIAL DAMAGES SO THE ABOVE LIMITATION OR EXCLUSION MAY NOT APPLY TO YOU. 

IN NO CASE SHALL FARALLON'S OR ITS LICENSOR'S LIABILITY UNDER THIS LICENSE EXCEED THE LICENSE 
FEE PAID FOR THE SOFTWARE. 
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